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18,8401 - JWaJl oyl

Supplier name

2500 )

Concern WorldwideSyria/ Iraq CWW-SY!

Supplier address

Ol yiall

Supplier telephone and
email: ¢ s SN 3l 5 el o8

‘Work delivery location:

Kobani city - Aleppo - North East Syria

Jaall Ol i
o . . . e . “ Foo o0
Rehabilitation of water network in Kobani city/ (3LgS obw 45 U ols
A - Rehabilitation of Kobani water network 1 - Northern network
d s a & . - & -
Alosd! AStdl - 1 3UgS oo At Jual Bale)
S/N Unit Qry Items Unit cost Total cost
Providing and installing Butterfly Valve 400 mm: aa 400 ki A2 £ 5l alaa S 5ig il
Butterfly valve, 400mm, pressure 16 bar, width 21 cm, European standards from Agallall SIS AN 3 g (g0 A5l Dl sap ane 21 e, 16 Bk ae 400 A8 plana
The finest international companies such as ERHARD, AMRI, VAG or similar, and el Jaliiy Llle 5l VAG S 5l AMRI 5 ERHARD  Jis|
the works include: sl slacall i -1
1- Uninstall the old valve Lo e JS ga Al Lo 80 i (385 J5b ot sl g5 A plana aS g i -2
Al Pcs 2 |2- Provide and installation of a European-type butterfly valve according to the Ly plally ol sll s e o5l L IS g (il ) S iy ol Ala s aS iy i -3 $ -
technical book with all necessary req S ) JLaSY (AT Jlael A 5 il say (210 1 peanS) Ga a3k L S ga
3- Provide and install metal dismantling joint (coupling) with all required works
like cutting the pipe, the weldingg and connection.
The work include provision of all necessaries from the fittings, bolts, gaskets and
any other requirement to complete the work.
Excavations work: ) s
-Excavation services provided for any type of soil, utilizing appropriate machinery s Geal 5 cslhaall Geall N Jpom 1 s dllall (55l 5 <YL 3 (a5 5l B sl
and manpower to reach the required depth according to pipe specifications and Jaall i gthaall (2 jall gy
necessary width for work. alyy uaigall Slalad e eliys dlaall llalud) U8 (e 43 el g sal) M sl cilaiia 4113
-Removal of excavation products to an authorized site as per engineer's Aalall vie clauY) okl A1 plasial @l
A2 m3 275 ins(ruciioqs, wwth the utilization of an asphalt cutting maching wher‘e necessary. o Jlall N ALYl iall o sa aladily a3 ) ile] e aue 59";”" tp 110 G sl s R
-Trench dimensions set at 110 cm depth and 50 cm width, with refilling and il paagall Sl 55 i
backfilling using excavated materials and sand, in accordance with the supervisor L) (atiga asn sl g ok e S g o 2X2X2 5 S il 8l Aaally
engineer's orientation.
-Inspection chamber dimensions set at 2x2x2 m, with all necessary services
provided to meet the engineer's specifications.
Bedding material (sand (Ja ) (i 3
-Provision and Installation of Clean Dune Sand: white fine sand or sand sourced o3, Jate diad LS Sl ¢ Ciulas (S8 e e f aels Gl da ) Jay iy g
from the ephurates that has passed seive analysis no. 40 -4. Ll Jaall Jalys an 40 Jen) clow ge i1 3535 Cni (40-4
-Placement of sand under and above pipes to a total thickness of 40 cm, OIS S g e il A U 3 sl 5 hanall s Alland) e 201 138 e Jady of g 1Al
A3 m3 130 including necessary compaction. & 5 el Sliual pal iy Al Ak $ -
Note: The price for this item shall include all labor, equipment, and materials
required for the provision and installation of clean dune sand in accordance with
the project specifications.
Provision and installation of HDPE pipe, 90 mm diameter PN 10 Bar, PE100: (PE100 10 s , a0 00 kb O (s cagpdl S Jip s
-Supply and installation of HDPE pipes with a diameter of 90 mm and a pressure PE 100 _& 10 ks mm 90 ks 48liS) e 0l s il S 55 s
rating of PN10. lialally & jaeatl) Jia d g el il Sal) gaen Jady s d gl i) sall (ildas -
-Conforms to Syrian specifications and includes all necessary components such e jlinal) gpen pa
as fittings and accessories. 3 il g1l qan Al 8 Lay) il y S peailly YD aan A glay Jiig 03855 25
A4 m 650 |-Provide services for supply, storage, transportation, and handling of all materials () .l EDlay ¢ el il ¢ Ll Al cidta sl s il 3 kY @Sl $ -
including bends, adaptors, collars, tees, flexible couplings, reducers, blind Ll Jae iy 2 sthaall (s AY! 3l gall goan s Jaea il 330
flanges, di: ing joints, jointing i and welding works. Alsedia 65 ) any andlly LEAY) ciledd JS
-All necessary testing and disinfection services are included.
Provision of reinforced concrete for valves manholes with the manhole 2 plad i aa d g8l i £ il g O paad geluca (g a5
cover: i) Aa g et a5 mhse ()5 i)
Casting of Concrete, Reinforcing Steel and Installation of Manhole Cover and C21.2% 2 1.8% 5 1.4 % s Sl i Gy iy adh g 23] Joal) Jay -
Frame. oY 0555 e B0 X e B0 Sad An ]y slhad S 55 Gpanii o3 LS oe 20 Ul lans
- The work includes the construction of walls, and the roof of manholes with outer 28120 oo
dimensions of 1.4m x 1.4m x 1.2m, and a wall thickness of 20cm. The installation 130 5all-
of a manhole cover and frame, with dimensions of 80cm x 80cm and weight not i gy iy 0l jadl aal 3 o/ paS 300 B, Al A Ao s il A -
less than 120 kg, is also included. Lol
-Materials: sl a3 o/ 228 100 gl s sl ya
-Concrete: Concrete of density 300 kg/m3 will be used for the casting of the walls 120 oo do ¥ oos ¢ Jaadl e a8 Aas )y ellas 58 s il Aad ol 5 el -
and roof of the manholes. NZIESEE
Reinforcing Steel: Reinforcing steel of 100 kg/m3, as per the drawings. tdand) 355
A5 m3 8.0 |Manhole Cover and Frame: A manhole cover and frame will be provided as part Basall sulaa s & slladll Clieal sall U 5 il a0 s s - $ _
of the work, with a weight of not less than 120 kg No /4/. LAY 5 el Al 5l il g 1) g el as S 55 -
-Workmanship: RV RIL. [ WEEURE DU PRS U PRE-F--- [ B AL
-The concrete will be cast in accordance with the required specifications and [E PR A
quality standards. Aalally Jloall A Glanal S il ol e o8] Aadld) il an Slel e i
-Reinforcing steel will be installed as per the drawings to provide structural gl
integrity and stability. Sl s el Alee e Al ol sall 5 llaadl an (he @ sal) il ps ¢ Janl) (e olgBY) i
-The manhole cover and frame will be installed and fixed into the concrete during
the casting process.
Safety: All safety requirements will be observed during the construction and
installation process to ensure the safety of workers and the public.
Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the construction and installation process.
Providing and installing gate valve 90mm: 90 us s [y
Type: Gate valve D plaa g sl -
Diameter: 90 mm 2490 ki -
- Pressure: 10 bar , 0210 b -
A6 Pcs 4 - Material: cast iron e i talall - $ -
The works include:
Providing and installation of a gate valve according to the technical conditions b Lo JS e Al a2l s 35 5 ) plaa S i
book with all necessary requirements B s s, S ganS) (e a5k Le OS aa
with all necessaries from the fittings, bolts, gaskets etc.
AT Pes 6 Providing and installing end cap, 90 mm: 12490 Alg Bims cusS Jig pusis $ R
) providing and installation of the end cap, HDPE100,PN10, Dia 90mm 2490 sk b 10 biwa Gl (g 53 S iy i
A8 Pes 6 |Providing and installing TEE, 90/90 mm: 124 90/90 5 Aoy S fis oo $ R
) Providing and installation of Tee connection, PN10 bar, Dia 90mm/90mm 2490/290 ki b 10%bun el (A 48 S 55 o
Provision of flange adaptor with the flange: Aailh e (o gius) Jad by Gaall
Provision and installation of flange adaptors Aailh o g S iy el -
- Diameter 90mm
- Pressure 10 PN
A9 Pcs 4 - HDPE $ -
- With cast iron flange
- The work includes installing the adaptor and the flange with all required bolts oA Juel Ay il gy (o210 0 a0k Lo s o Aatlil) e ol S 8 Gy el -
and gaskets and any other works to complete the work Jeall Juaisy
Basecoarse material: (i) £)ia Al
Supply and Installation of Basecoarse Material for Street Reinstatement. Bale Y aelilly ol SN e Alin S 5 I3 pran 5 (Rl s Yam gom s 330 sy g 23S
The work includes the provision of compact base coarse material and gravel for 95 sie okl 5 dli jally Al (S it 5 b1 B85 ¢ S G g slall il 5152
the reinstatement of the streets above the pipes and surrounding manholes in the oetigall Sladel 5 rall Caa ps 15 Akl ASlas (855 ¢ Aa
upper part of the trench. The layer thickness will be 15 cm, and the compaction FESPERS
A.10 m3 50  |process will be carried out at 95 degrees, in accordance with the engineer's Aalally Jlaall A Glanal s il y el e o8] Aadld) il gan Blel e s $ -
instructions. RS
Safety: All safety requirements will be observed during the installation process to LSl s el dlee e Aatill ol gall 5 pllaall gaen (10 o gl B s ¢ Janll (g0 eleiiV 2ie
ensure the safety of workers and the public.
Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and resulting from the installation process.




TOTALA| §
B - Rehabilitation of Kobani water network 2 - Southern network
Dival 4, & . . & TR
dugiod) Al - 2 3bgS olue A5l Jual Bols)
Providing and installing Butterfly Valve 500 mm: a4 500 ki A&1 4 £ 5i pbana S iy a3
Butterfly valve, 500mm, pressure 16 bar, width 13 cm, No of bolt holes 20, asal e dp) sl Glieal sa 20 sl 20, 13 e, b 16 s a0 500 A5 6 plea
European standards from The finest international companies such as ERHARD, ¥ Jaliis Leliley L 5l VAG 5! 5 AMRI 5l ERHARD i dallad) iS50
AMRI, VAG or similar, and the works include: 2l plasall ol -1
B.1 Pcs 1.0 |1- Remove the old valve Lpob e JS e Aill Ja g 2l s 35 J5f i i )s) 58 A1 8 plana S g i -2 $
2- Provide and installation of a European-type butterfly valve according to the Juae 1 JSY (5 a0 clllia 44l 5 il smy (218, smanS) G 25k La S
technical conditions book with all necessary requirements
The work include provision of all necessaries from the fittings, bolts, gaskets and
any other requirement to complete the work.
Excavations work: soall Juei
-Excavation services provided for any type of soil, utilizing appropriate machinery <) Geal 5 csllaall Geall N Jpom 1 s dllall (55l 5 <YL 3 (a5 5l B sl
and manpower to reach the required depth according to pipe specifications and Jaall i gthaall sl gy
necessary width for work. adyy uaigall Sladad e eliys ddaall Cllalud) U8 (e 43 el sal) sl cilaiia 411 3)
-Removal of excavation products to an authorized site as per engineer's Aalall vie clauY) okl Al plasial elld
B2 M3 415.0 |nslrucl|or_\s. wwth the utilization of an asphalt cutting machlng wher_e necessary. b ol (M ALRYL iall 3 sa aladily a3l Bale] ge s 50028 (s 110 Gass i) s
) -Trench dimensions set at 110 cm depth and 50 cm width, with refilling and il peagall Sl 5 i
backfilling using excavated materials and sand, in accordance with the supervisor el i a5 L5 650 Le US e 0 2.5X4X3 58 Sl el A jad il
engineer's orientation.
-Inspection chamber dimensions set at 3x4x2.5 m, with all necessary services
provided to meet the engineer's specifications.
Provision of reinforced concrete for valves manholes with the manhole s plhd i e by gSudl if Gl g Ol i prlse & g Al
cover: Gl Aa g et S g mhase (5 i)
Casting of Concrete, Reinforcing Steel and Installation of Manhole Cover and Cpl2% a 1A% 2 1.4 R s Sl Gl G Al 5 iy Tl s L) Jaall Jady -
Frame. Ml elad a5 (ppanad o LS o BXAX2.5 Ay S oLl Lyl Jadis g ans 20 laa laus g
- The work includes the construction of walls, and the roof of manholes with outer 238120 e Ju Y )55 pm 80 X pu 80 dady a3
dimensions of 1.4m x 1.4m x 1.2m, and a wall thickness of 20cm. and including 23 sall-
the construction of walls roof and floor for inspection chamber 3X4X2.5 M with it A s il ) cual B 6 / aaS 300 AHIS Al Al aladial s il A -
thickness 20 cm The installation of a manhole cover and frame, with dimensions <Al
of 80cm x 80cm and weight not less than 120 kg, is also included. Sl sm )l s < 3 o/ 228 100 bl s ol s
-Materials: 120 0o i ¥ 0o Jaad) gm0 5aS A o)y ol 5 e 1 ) A ) ollat -
-Concrete: Concrete of density 300 kg/m3 will be used for the casting of the walls < a 1x1 Claiill sbal aedx4 Lls 55 ae 3 ASkay 22al) (30 ghecn 2 30 sllat 5[4/ 220 paS|
and roof of the manholes. L Gl Lbiall
Reinforcing Steel: Reinforcing steel of 100 kg/m3, as per the drawings. el A5
-Manhole Cover and Frame: A manhole cover and frame will be provided as part gl ey & sllal linal pall 5 b ANl Gana s -
B.3 M3 19.0 | of the work, with a weight of not less than 120 kg No /4/inxcluding installation of O 5 S A 58 5 e Sl Uy el i S 5 i - $
iron cover dimension 1x1 m thickness 3 mm equipped with angles 4x4 mm No /2/. el dlee 8] Al A DYy i) Aadh ellad a5 -
-Workmanship: N PER
-The concrete will be cast in accordance with the required specifications and Aalally Jlaall Ladlas Glanal a5l 5 Ll e o8] L) il e Slel o i
quality standards. sl
-Reinforcing steel will be installed as per the drawings to provide structural LSl s el dlee e AaTll 3l pall 5 pllaall gaen (10 @ gl T s ¢ Jarll e sleiiV 2t
integrity and stability.
-The manhole cover and frame will be installed and fixed into the concrete during
casting.
Safety: All safety requirements will be observed during the construction and
installation process to ensure the safety of workers and the public.
Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the construction and installation process.
Providing and installing Butterfly Valve 600 mm: 10 600 kb 4%1 4 £ 5i alaa S
Butterfly valve, 600mm, pressure 20 bar, European standards from The finest ERHARD  Jie faadlall S 5300 35l (o Byl Slinal sa , 5 20 daia 20 600 42148 plana
international companies such as ERHARD, AMRI, VAG or similar, and the works el Jadiis Leliley La 5l VAG 5! 5| AMRI !
include: o3 e S aon Al oy )2 e B85 () 5 AR plana S 8y i -1
B.4 Pes 1 1- providing and installation of a European type butterfly valve according to the a5 plallls 551l ol a5l e S s (fil sS) S 5 ol Alay a5 i -2 $
) technical itions book with all necessary requi Lokl sl bd e Aa s el 2S5 - 3
2- Provide and install metal dismantling joint (coupling) with all required works S Sy (s A0 Jlaef ayf 5 lilsns 210, 3l (a0 3k La IS g
like cutting the pipe, the weldingg and connection.
3- install on the HDPE pipe by cutting the pipe and reinstate as requested. ..
with all necessaries from the fittings, bolts, gaskets etc.
Providing and installing Butterfly Valve 200 mm: 124 200 ki A2 £ 5l slaa S50
Butterfly valve, 200mm, pressure 16 bar, European standards from The finest ERHARD  Jis fallall S 5l 3 5al (o iy ) Sl sz, b 16 L |00 200 4513 plaa
international companies such as ERHARD, AMRI, VAG or similar, and the works el Jaiy Lelle s 5l VAG S 5| AMRI 5!
include: op 3k e JS gon il Loy 580 8o 85 205l £ 53 D3 ks plana S By i -1
B5 Pes 1 1- Provide and ir 1 of a European-type gate valve ing to the Ll plallly (sl sll e o3k Le S e (1 5) ‘hes)b lilay S i ol -2 $
technical conditions book with all necessary requirements Loob Lo JS g dssle 5 Aln gl (a5 il ok (s -3
2- Provide and install metal dismantling joint (coupling) with all required works s 2 Sl panS) a5k L S gl
like cutting the pipe, the weldingg and connection.
3- install on the ductile iron pipe (font) by cutting the pipe and reinstating it as
requested. ..
Providing and installing Tee joint 600*400 mm: :24 400%X600 o Aoy S fip i
Tee joint to be installed in the manhole, 600*400 mm, 90 degree, HDPE, pressure dlee ¥l Jadis | )l 16 bt ae 400%600 , SIS0 Jal2 LS 5 4% (5 Alay
16 bar, and the works include: = 600 plea g 3 IS Jals (Al S yig a1
B.6 Pcs 1 1- Provide and installation of a Tee joint in the manhole next to the 600mm valve. Ol Jsae 400 B aS g S -2 $
2- Install end cap, HDPE, 400 mm e JS2 Jaall JUSY a3k L JS ae -3
3- With all required works to complete the work properly.
Bedding material (sand): (e M) GEAY 3 sal
-Provision and Installation of Clean Dune Sand: white fine sand or sand sourced o e et L) Sl s 8 ) o o gl Gl da)) iy Gl i
from the ephurates that has passed seive analysis no. 40 -4. (aall Jeall a5 o 40 las) dlow o 1 35 a3 (40-4
B7 M3 140 -Placement of sand under and above pipes to a total thickness of 40 cm, S S g sl A U1 3 ally olaaal)y Alanl) gan 2l 138 e J.’uvu\ g «L.;)u s
. including necessary compaction. (g soall lial sal L5 Aplaill Al 0
Note: The price for this item shall include all labor, equipment, and materials
required for the provision and installation of clean dune sand in accordance with
the project specifications.
Provision and installation of HDPE pipe, 90 mm diameter PN 10 Bar, PE100: :PE100 b 10 ki , ae 90 b ) (s i) cuS iy auals
-Supply and installation of HDPE pipes with a diameter of 90 mm and a pressure PE 100 J& 10 s mm 90 ks 4l e ) s S iy
rating of PN10. lialally & gaeadl) Jia By g gl il gSall gaan oy f sl i) sall (ildae -
-Conforms to Syrian specifications and includes all necessary components such Sl lial) gan a
B8 M 700 |38 fittings and accessories. 5 il 1) e IS 8 L) bl g <l Sagatl s i) s A gliay Jiiy A 5 s
: -Provide services for supply, storage, transportation, and handling of all materials () .l ESlay ¢ el il ¢ Ll A pal) St sl s @l Gk cdlas))
including bends, adaptors, collars, tees, flexible couplings, reducers, blind el Jae s 4y llaall (5,891 31 al) an 5 Ja il 3 5a
flanges, ing joints, jointing i and welding works. Alsadia 65 0 eay pandlly LEAY) cledd JS
-All necessary testing and disinfection services are included.
Providing and installing gate valve 90mm: 90 s> S g s
Type: Gate valve st plaa g sl -
Diameter: 90 mm 90 ki-
- Pressure: 10 bar , 0k 10 bia -
B.9 Pcs 4 |- Material: cast iron O Zaigh saalall - $
The works include: sdae ) Jadiiy
Providing and installation of a gate valve according to the technical conditions a3k e JS pa Rl Lo b3 s 335 5 ke plasa S g il
book with all necessary requirements s 215 Dl peanS) e a5k L S el
with all necessaries from the fittings, bolts, gaskets etc.
Providing and installing end cap, 90 mm: 1400 ki B € i il
B.10 Pes 7.0 providing and installation of the end cap,HDPE100,PN10, Dia 90mm 90 ki L 10 Biws Gl (s 5o oS 55 ppl $
Providing and installing TEE, 90/90 mm: 124 90/90 (FAbay cuS g i
B.11 Pes 6.0 Providing and installation of Tee connection, PN10 bar, Dia 90mm/90mm 2490/290 i L 10kius Oalil (s 48 S 5 i $
Provision of flange adaptor with the flange: shadld aa (@ gin) ol Gy el
Provision and installation of flange adaptors Aailh e o gias S iy (el -
- Diameter 90mm 2490 kil -
- Pressure 10 PN 5110 baall -
B.12 Pcs 6.0 |-HDPE ol s sl - $

- With cast iron flange
- The work include installing the adaptor and the flange with all required bolts and
gaskets and any other works to complete the work

ol gl (e Al -
oAl Juel A5 il s (21 0n o3l Lo pen o Aalil s i) S 5 (paniy Janl) -
Jasdl Juasy




Basecoarse material:

Supply and Installation of Basecoarse Material for Street Reinstatement.

The work includes the provision of compact base coarse material and gravel for
the reinstatement of the streets above the pipes and surrounding manholes in the
upper part of the trench. The layer thickness will be 15 cm, and the compaction

BaleY pelilly Al A (e Al 48 5 D3 (eman 5 () 2 Jam 3o 30 350 ) 5 oS
05 e kol Al 0 Al 0 g ¥ G ¢ 550 o ol el 153

el a5 fomad) i e 15 Gl iSla 55553 ¢ Ao
S Akl

B.13 m3 53.0 |Pprocess will be carried out at 95 degrees, in accordance with the engineer's Al Juanll Adlas ol a5l g ol e el RSl Sl s 3o $
instructions.
Safety: All safety requirements will be observed during the installation process to LSl Ll Alee e Aaslll Sl sl g plasll an (pe el S s ¢ Jarll G ol e
ensure the safety of workers and the public.
Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the installation process.
Sub Total B[ §
SIGNATURE:
DATE:

STAMP:




