Annex 6.D
CoﬂCERN Financial offer - Lot 4
worldwide 45,3301 - JlJl oyl
Concern Worldwide Syria/ Iraq CWW-SYR-22277 WASH - Financial Offer
Supplier name
AS 5 )
Supplier address
Ol gl
Supplier telephone and
email: s <l B8,
s A
‘Work delivery location: . " . . .
Jedll 0l yie Al-Yassin Neighborhood in Jazrat Bu Hameed in Der Al Zour - North East Syria
Rehabilitation of water network of Al-Yassin Neighborhood in Jazrat Bu Hameed in Der Al Zour
"t s w“ . - oo s
29301 520 Aadloms nazrgull B)32 (§ el (5 oles A Juali Bole)
SIN Unit QTY Items Unit cost Total cost
Excavations work: il Jues
-Excavation services provided for any type of soil, utilizing appropriate machinery stlaall Gaall Jgea gl gia ALelall (V1 5 ASAS VYL Lo 8 OIS Lagn S i
and manpower to reach the required depth according to pipe specifications and il peigall Slaled a5 Janll llaall sl pe sl Gas Ganea
necessary width for work. oo ¢ ool Slaletd 1 Aol llald) S8 (g Saine g sa ) iall clatie Jii -
-Removal of excavation products to an authorized site as per the engineer's 85l die i) el A plasiud,
Al M3 375.0 instructions, with the utilization of an asphalt-cutting machine where necessary. 5 siaall ol gall alasiuly a3 )l 5 Astll 3ake] pa ¢ s 5O e 5 e 100 G G Sadd - $ .
- -Trench dimensions set at 100 cm depth and 50 cm width, with refilling and el gl g il Gy ¢ Je )l
backfilling using excavated materials and sand, in accordance with the supervisor st il sall Gl 4a 33U Cledil gaan w3 e ¢ o 1715415 (R A e da -
engineer's orientation. el gl S e
-Inspection chamber dimensions set at1.5x1.5x1.7 m, with all necessary services
provided to meet the engineer's specifications.
Bedding material (sand): (da)) &
-Provision and Installation of Clean Dune Sand: white fine sand or sand sourced 28 Jaie Jias a1 sy ¢ Gl 8 da) e sl peli Gl Ja)) i day (A
from the ephurates that has passed seive analysis no. 40 -4. (Jaall daxll Jadiys e 40 (e clows s ) (355 a3 (40-4
A2 M3 150.0 |-Placement of sand under and above pipes to a total thickness of 40 cm, SN S 55 il A 51 3 sall 5 lamall g Allanll pan 2501 13 e Jd»_-»_ﬂ' ey Ak $ .
) including necessary compaction. L& el Cliaal pal Gy didaill 3 1)
Note: The price for this item shall include all labor, equipment, and materials
required for the provision and installation of clean dune sand in accordance with
the project specifications.
Provision and installation of HDPE pipe, 160 mm diameter PN 10 Bar, PE100: (PE100 b 10 ki, as 160 k8 G (A5 casadl o g i
-Supply and installation of HDPE pipes with a diameter of 160 mm and a PE 100 Jb 10 b mm 160 ki 43Sl e oalil s canldl G i i
pressure rating of PN10. Lliabally el Jha s el s Sall aan Jady ) gudl sl gall (ilaa -
-Conforms to Syrian specifications and includes all necessary components such [SUS NIV
as fittings and accessories. 5 el gl gpen Gl 8 Lay) clialall g ol el i) gan Alglia g iS5 (23355 3055
A3 M 750.0 |-Provide services for supply, storage, transportation, and handling of all materials (R Ll eSay ¢ elae laili ¢ Slalil Dl bl clall 5 3l kY SSla gl $ -
including bends, adaptors, collars, tees, flexible couplings, reducers, blind Ll Jae s dstlaall 5 AN 31 sall e s Jia sl 315
flanges, dismantling joints, jointing materials, and welding works. Agadia 058 O g panilly JLEAY) clexd JS-
-All necessary testing and disinfection services are included.
Providing and installing gate valve 150 mm: 2a 15058 4o s S oS fig pds
Gate valve of 150 mm, 16 bar, the closing area is bronze / bronze, the works e V) Jais 35550/ 55 0 all dilaia s 16 daim pe 150 k8 s s S
include: 20k e JS e 4 30U 4SilSal) Bla gl S S g o5 -2
2- Provide and install all mechanical connection, (the flexable connection) with all Sl s s 3oy W) o B sk e HDPE s (e LaS 5 2 -3-3
A4 PCs 1.0 N - $ -
necessary. A gy & ) sl G a3k e S g
3- to be installed on the HDPE pipe by cutting the pipe and reinstate as
requested. .
with all necessaries from the fittings, bolts, gaskets etc.
Providing and installing gate valve 100 mm: - a 100UKE 45l sSun o€ iy
Gate valve of 100 mm, 16 bar, the closing area is bronze/bronze, the works lee ) Jadis 35550/ 3500 A€l Aahia 5 16 Lt ae 100 k8 s
include: o3k Lo JS gm0 4SSl idla gl S a5 s -1
1- Provide and install all mechanical connections, (the flexible connection) with all ol a dan s sile )5 ) @l Bk oo HDPE sl e WS 5 e -2
A5 PCs 1.0 K A $ -
necessary. & iy (2l Sl e 03l e S e
2- to be installed on the HDPE pipe by cutting the pipe and reinstating it as
requested.
with all necessaries from the fittings, bolts, gaskets etc.
Providing and installing end cap, 110 mm: 120 110 A Sauw S ig il
A6 PCs 2.0 |providing and installation of the end cap, HDPE100,PN10, Dia 110 mm 20 110 Dl ) 10 ot (bl s 5 S i o $ -
Providing and installing TEE, 160/160/160 mm: :a4 160/160/160 (i dhas s 5 s
AT PCs 1.0 |Providing and installation of Tee connection, PN10 bar, Dia 160/160/160 mm AU ] g€V aren o MM 160/160/160 sk Sl 105ana (bl 52 45 S iy s $ -
LWl plalll y aill iy siall e S Al
Providing and installing TEE, 110/110/160 mm: 124 110/110/160 (o My s 85 a3
A8 PCs 1.0 |Providing and installation of Tee connection, PN10 bar, Dia 110/110/160 mm AU ] g€V aren o MM 110/110/160 sk Sl 105ana bl 52 45 S iy s $ -
LWl plalll y plill iy siall e S Al
Provision of reinforced concrete for 2 manholes: 12 3 Al Gk 5 e
Casting of Concrete, Reinforcing Steel and Installation of Manhole Cover and (ol e Lty elle S iy s )
Frame. €2 1.3% 5 1.5% 5 1.5 Gua s obadl (sl Caye Baa jfy i g il g oL23) Jarl) Jas -
- The work includes the construction of walls, roof, and floor of manholes with 0 20 s dlasy
outer dimensions of 1.5m x 1.5m x 1.3m and a wall thickness of 20cm. 13 sall-
-Materials: it Rl iy il el 3 o/ aaS 300 B Al A pladid e il 3 -
-Concrete: Concrete of density 300 kg/m3 will be used for the casting of the walls,
roof, and floor of the manholes. lasu ll s ¢ B o/ 238 100 el ys el aa|
Reinforcing Steel: Reinforcing steel of 100 kg/m3, as per the drawings. el A5
-Workmanship: 32530 yulae s A sllaal) lieal pall 18y Bl A) s s -
-The concrete will be cast in accordance with the required specifications and 15 A ALl 51 e g 1 i all paa S 5
A9 M3 44 | quality standards. Ll e o il Al 8 4y Y A ollat oS 5 e $ -
-Reinforcing steel will be installed as per the drawings to provide structural ke s Al
integrity and stability. Al s Jead) LDl Glanal S il 5 elill dlee o LSl e qias Slel ye ool
-The manhole cover and frame will be installed and fixed into the concrete during sl
casting. Sy elall Ailae e Aail) 3 sall s pllasl gaan (e o sall BT (s ¢ Janll G 1T 2o
Safety: All safety requirements will be observed during the construction and
installation process to ensure the safety of workers and the public.
Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the construction and installation process.
Sub total A| $ B
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