CoﬂﬂER“ Appendix 6.E
worldwide Financial offer - Lot 5
58,3401 - JlJl jayall
Concern WorldwideSyria/ Iraqg CWW-SYR-22277-0523-WASH
Supplier name
48 53 an
Supplier address
Ol yiall
Supplier telephone and
email: s e B3,
el
\i\ljyrl:d‘ellvery location: Abo Khashab Camp in Deir Ezzor - North East Syria
Ol
Rehabilitation of water network in Deir Ezzor governorate (Abo Khashab Camp)
V. . . e . .l a e v
(s 52l pasea) Ho3ll > dladlxe (§ oln A Juali Bols)
A - Water drinking Network -AK camp /Deir ez Zor
BYSURYEN FOV-EPA PNENFEPAT T R EPY
SIN Unit QTY Items Unit cost Total cost
Excavations work: 1 sl Jue)
-Excavation services provided for any type of soil, utilizing appropriate Gosthaal) anll Jpua sl i Alebal) (53915 LKA SV e 55 S Laga i,
machinery and manpower to reach the required depth according to pipe Ll igal) ilaslad ey Jaall sllaall i jall a1 G s
specifications and necessary width for work. ¢ ontigall iladad) Uy el cillald) U8 G aine @isa I dall clatie Jii -
-Removal of excavation products to an authorized site as per the engineer's 55 mall die i) ol A pladt,
AL M3 1320 instructions, with the utilization of an asphalt-cutting machine where necessary. € Jaslly 5 sl 3l gall ladiuly p3 M)y Aisadll 33le) an ¢ pus 5O e 5 s 100 3 Gual) dasd - R
- -Trench dimensions set at 100 and 50 cm depth and 40 cm width, with refilling el gl am il Ui
and backfilling using excavated materials and sand, in accordance with the 8 g sthaal), Slial pall Tl A3 sl an il e ¢ o 1¥1%1 Gl 4,8 dlad -
supervisor engineer's orientation. il gl
-Inspection chamber dimensions set at 1x1x1 m, with all necessary services
provided to meet the engineer's specifications.
Bedding material (sand): (Jall) EAY 3 5a
-Provision and Installation of Clean Dune Sand: white fine sand or sand sourced 40 &8 Jae ddas sl sy ¢ Cala (S8 Ja e sl aels G Jas) i Jajy (A5 s
from the ephurates that has passed seive analysis no. 40 -4. (Jaall Jexll Jadiys s 10 Man dlons a i) (3585 a3 (4
A2 M3 227 -Placement of sand under and above pipes to a total thickness of 10 cm, Al SIS a5y 5 A U1 0 sl 5 seal s Allasd) ran ) 138 e Jay o o RN R
h including necessary compaction. g3l il sal G g Aplail)
Note: The price for this item shall include all labor, equipment, and materials
required for the provision and installation of clean dune sand in accordance with
the proiect specifications.
HDPE pipe, 90 mm in diameter PN8 Bar, PE100: :PE100 b 8 ki s 90 jhad (i) gy cagull S g asdis
-Supply and installation of HDPE pipes with a diameter of 90 mm and a PE 100 & 8 ki 90MmM i 43S e ¢ulil Vs il o 5 s
pressure rating of PN8. lialally & jaeatl) Jia By g el il Sal) gaen Jady s d gl i) sall (ildas -
-Conforms to Syrian specifications and includes all necessary components such e jlinsal) gpen s
A3 M 925 |3 fittings and accessories. 5 il g5 aan Al 3 Lay) clinally S agailly sl an gliay iy [ .
) -Provide services for supply, storage, transportation, and handling of all Asa e (&)L EDlay ¢ elae clailh ¢ cilaliill 5 Ayl a5 Sl 5 §) kY1 @Sla )
materials including bends, adaptors, collars, tees, flexible couplings, reducers, Lolalll Jae s dsllaall (5 ,AY) ol sal wan s Jana sill
blind flanges, dismantling joints, jointing materials, and welding works. Alsada 5585 0 cang pandll s LAY Clend S
-All necessary testing and disinfection services are included.
HDPE Pipe 75 mm, PN8: 1 8 b as 750kl LI 1o gl
-Supply and installation of HDPE pipes with a diameter of 75 mm and a PE 100 & 8 Jina 75mm i 438 e culil e il oS 55
pressure rating of PN8. lialally & gaeatl) Jia By g el il Sal) gaen Jady s f gl i) sall (ildas -
-Conforms to Syrian specifications and includes all necessary components such e jliall
A4 M 1245 |8 fittings and accessories. 5 kil g5 e ol 3 L) il Sl el i) e Asliay Jiis 0 R
il -Provide services for supply, storage, transportation, and handling of all Asa e (&L EDlay ¢ elae clailh ¢ claliill 5 Ayl a5 Sl 5 §) kY @Sla )
materials including bends, adaptors, collars, tees, flexible couplings, reducers, Ll Juael s & sllaal (591 315l goan s s 581
blind flanges, dismantling joints, jointing materials, and welding works. Alsada 5585 O cany pandlly LAY Slead S
-All necessary testing and disinfection services are included.
HDPE Pipe 63 mm, PN: s 8 ki as 63akd GLE) (g cagull
-Supply and installation of HDPE pipes with a diameter of 63 mm and a PE 100 & 8 e mm 63 ki 43l e ¢l sy il S g sl
pressure rating of PN8. lialally & jaeatl) Jia d g el il Sal) gaen Jadys d sl s sall (ildae -
-Conforms to Syrian specifications and includes all necessary components such e 3l &
A5 M 3500 |as fittings and accessories. 5 ecill 15 e ol (3 Lag) Cliallly Gl ) aen Al gl s 55 ST -
-Provide services for supply, storage, transportation, and handling of all Ssa e (&L B Dlay ¢ shae Slaill ¢ laliil 5 @l Olagll s il G5k )
materials including bends, adaptors, collars, tees, flexible couplings, reducers, Lol Qe s & sllaall (6 AY1 31 sall gaan 5 Jea sl
blind flanges, dismantling joints, jointing materials, and welding works. Alsada 5585 O cang pandlly LAY Slead S
-All necessary testing and ion services are included.
Gate valve 75 mm, 16 bar : 2o 16 ala 75 o9 Su
Supply and installation of a gate valve with accessories. Adiale ae sl S S 5 058
-Gate valve size:75 mm. 22 75 sl Swpaa -
-Pressure rating: 16 bar. )4 16 hiall Jaa -
-Accessories to be supplied: a dismantling joint, bolts, nuts, gaskets, flanges, ysllaa (s Al i e gy ¢ il ¢ it ¢ el g ¢ 2 ¢ LSE Ay 1L 5 3 all lialll -
A6 PCs 2 and any other components required for proper installation and operation. omlial il s S -
-The gate valve and accessories are to be installed to the highest standards to (bl 3 5 gall sl Gl il e Uy ailinlay s jln S S i oy -
ensure reliable and efficient operation. Alal) 3 k) ithia s Ly Jpanall abaalls ol sl Ja Jae Y1 e -
-All work to comply with applicable codes, standards, and relevant safety
requirements.
Gate valve 63 mm, 16 bar : L 16 ala 63 s ls S
Supply and installation of a gate valve with accessories. Adiale g ks Sw S s 3 6]
-Gate valve size:63mm e B3 s Suaa -
-Pressure rating: 16 bar. )16 kil Jara -
-Accessories to be supplied: a dismantling joint, bolts, nuts, gaskets, flanges, Apslhae 558l S gl ¢l ol ¢ ual s ¢ (2 ¢ SlSE AL tla 58 3l pall Claaldll -
AT PCs 10 |and any other components required for proper installation and operation. ommiall sl s S Al -
-The gate valve and accessories are to be installed to the highest standards to Jeadll g 38 sall Jsiill Glaal pulaal) et W aslialey s e jSu S 5 Ak -
ensure reliable and efficient operation. Al i L) ey Lgs Jpanall baally oyl il JEad Jlas Y1 gsan -
-All work to comply with applicable codes, standards, and relevant safety
requirements.
PPR pipe 25 mm: 2 25) s
A8 M 1960 |Provide and installation of Pipe, PPR,25 mm, with all connections and fittings AU Sl g i il AS e pa 251 (o (2 (55 S 5 ol -
Copper float valve: £ Alas A
A9 PCs 196  |Providing and installation copper float valve for tanks with all necessaries Sl sunS) (3o a3l S 5 Ala sl e (A 53) puslad lle plasa (oS 55 pal -




Reinforced inspection chamber/manhole 300 kg/M3:

Casting of Concrete, Reinforcing Steel and Installation of Manhole Cover and
Frame.

- The work includes the construction of walls, roof, and floor of manholes with
outer dimensions of 0.7m x 0.7m x 0.5m and a wall thickness of 15cm. The
installation of a manhole cover and frame, with dimensions of 50cm x50cm and
made from iron sheets 2 mm reinforced with metal angels 4*4 cm with a lock,
painting and all necessaries.

-Materials:

-Concrete: Concrete of density 300 kg/m3 will be used for the casting of the
walls, roof, and floor of the manholes.

Reinforcing Steel: Reinforcing steel of 60 kg/m3, as per the drawings.

bl s, 300kg/M3 Stians¥l 4 | 0.7M*0.7M*0.5m dads ian! SIS aas o
il g o 4¥4 U532 5580 5 ple 2 zloall (sa o 5O*50 ok 33l (e el e 60KG/M3
3L LSy claally
A )y el (S s o (5l
dless 0.7M*0.7m*0.5m & s el ey i Ayl iy Bl g oL2) Janll Jas -
guuﬂ 5050 (b iall e ol Slads Aats Sl el a5 (i 3 LS o 15 Jn
3L LIS 5 iy il qa s 474 Ul s sie 5 pla 2
3l sall-
LR o e dn ity ) pad) ad 3 o / paS 300 B, il 2 Aol s il 31 -
osu s ¢ B o/ 28 60 bl yas imldl) yaa
ideadl A5 5

A.10 M3 3.5 [-Workmanship: sl e s dslhaall clioal sall U g Al AN Caa o -
-The concrete will be cast in accordance with the required specifications and IR DlSsgl) ASLall 8 5 e e Wi g
quality standards. _.._an alee o] Al AN b iy LY
-Reinforcing steel will be installed as per the drawings to provide structural
integrity and stability. LAalall 5 Jloadl S Glaal S il o) e o] LBl e gan 3le) o s
-The manhole cover and frame will be installed and fixed into the concrete el
during casting. Sl L) fudee e ATl 3l pllasll e (e o sall CRal s ¢ Jandl (o oLtV i
Safety: All safety requirements will be observed during the construction and
installation process to ensure the safety of workers and the public.
Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the construction and installation process.
Provide plastic tank 1 m3: 13
- Capacity: 1 m3, Made from Polyethylene, Three layers, UV stabilized, Sunlight JSEN, aal o), il 38 42D ks, e 36, Gl gl s g siean 3p 10
A1l PCs 20.00 N A .
resistant, Colour: Red, Shape : cylindrical (o skl
Sub Total A
B.Washing Network -AK camp /Deir ezZor
3 1 . . o
)ﬂlﬁbém&:ylw ,J._,..u.ﬂfl.h.a
SIN Unit Qry Items Unit cost Total cost
Excavations work: ]
-Excavation services provided for any type of soil, utilizing appropriate osllaall axll Jgumsl) i Alelal) (20 5 ASASll SV Lem 55 OIS Lage s
machinery and manpower to reach the required depth according to pipe el gl el oy Jaall Cllaall i pall e sl Gas sa
specifications and necessary width for work. o gl ilaglad Uiy Al Ll U8 (e Maine glge ) iadl cilaiia Ji -
-Removal of excavation products to an authorized site as per the engineer's 55l die CilinY) adad Al pladiul
B.1 M3 ggo |instructions, with the utilization of an asphalt-cutting machine where necessary. € dalls 3 shnall 2 sall oy a3l g el Sl o ¢ pas 40 (252 5 pue 50 G ) dlad
: -Trench dimensions set at 50 cm depth and 40 cm width, with refilling and L el edigall
backfilling using excavated materials and sand, in accordance with the o glladl, linal sall Al Ao O lasill pren o a ¢ 2 1.7%1.5%1.5 s
supervisor engineer's orientation. el etigall J)
-Inspection chamber dimensions set at 1.5x1.5x1.7 m, with all necessary
services provided to meet the engineer's specifications.
Bedding material (sand): (da ) R 3 sa
-Provision and Installation of Clean Dune Sand: white fine sand or sand sourced 40 pi Jate Jilas i) sy ¢ i (18 Ja) e o pels Gl da)) il Ja) (A s
from the ephurates that has passed seive analysis no. 40 -4. ol Janll Jaliss ane 10 Hlen] clas ga i1 (35 Cans (4
B.2 M3 176 -Placement of sand under and above pipes to a total thickness of 10 cm, el SIS S 555 bl A 5O 3 pall 5 hamall 5 Allandl pan 2001 138 e U
) including necessary compaction. & small il sal \n, Akl
Note: The price for this item shall include all labor, equipment, and materials
required for the provision and installation of clean dune sand in accordance with
the project specifications.
HDPE Pipe 63 mm, PN8:
-Supply and installation of HDPE pipes with a diameter of 63 mm and a “ “ =
pressure rating of PN8. i ally ) aeatl) Jha Ay el Sl aan Jadiyy Ay gl sl sall (3iblaa -
-Conforms to Syrian specifications and includes all necessary components such e al) gen e
B3 M 1000 |2 fitt}ngs anq accessories. » » 5 ol g1l an D 3 Lag) lialally ;.v),,,g:n, b1 an A gl Jiy GiADs 25
) -Provide services for supply, storage, transportation, and handling of all g e (&Ll Dlas ¢ elaee Sl ¢ lalaill 5 4 pall ESla il Sl 5 3k Sa
materials including bends, adaptors, collars, tees, flexible couplings, reducers, Lol Jlac s & gllaall (gAY 3 sall gsan 5 S il
blind flanges, dismantling joints, jointing materials, and welding works. Asadia 5585 O g pandlly LEAY) Cilaad S
-All necessary testing and disinfection services are included.
HDPE Pipe 50 mm, PN8: 8 50, )
-Supply and installation of HDPE pipes with a diameter of 50 mm and a PE 100 J& 8 hia mm 50 ki 4Ll e Gl (s canll a5 s
pressure rating of PN8. ilialally & jaeadl) Ba By g gl il Sall gaan oy i sl i) sall (ildae -
-Conforms to Syrian specifications and includes all necessary components such Sl ) s aa
B4 M 2500 |3 fittings and accessories. ) : 5 il gl e S 3 Lag) il g o peal s ol qaan A ghin s Sy 03855 255
. -Provide services for supply, storage, transportation, and handling of all Asa e (&L EDlay ¢ cliee clailh ¢ claliill 53l HMJ\; Sl 5 skl dla |
materials including bends, adaptors, collars, tees, flexible couplings, reducers, Lplalll Jlacly & gllaall (gAY 3 sal gsan s S il
blind flanges, dismantling joints, jointing materials, and welding works. Asadie 585 O g pandlly LEAY) Clad S
-All necessary testing and disinfection services are included.
PPR pipe 25 mm: 225 s
B.5 M 2060 |Provide and installation of Pipe, PPR,25 mm, with all connections and fittings 33U gl oy Sl 5l 43S e pa 251 (2 (2 (55 S5 5 0l
Metal Pipes 65 mm: 65, S )
Providing and installing metal pipes with a diameter of 65 mm Galvanized , with a3 e Joasill 233y a0 6 o JB Y ey ilie ae ss)u e il S g s
B.6 M 16.00 |2 (hickqess of not less than 6 mm, used to connect yvi(h water tanK \ncIuFImg sl 2l il S i cildanall by 5 »\é_ub salaall e a3l e S|
everything such as blacksmithing, welding, connecting valves and installing C.5 2l b da o cilalanall idaaSle
flanges, screws, and gaskets. .......etc.
Note: the valves are included in item c5
Gate valve 63 mm, 16 bar : 1216 ale 63 ps s JSw
Supply and installation of a gate valve with accessories. Adliale g )5 s S S 25
-Gate valve size:63 mm. 463 05 s Suaan
-Pressure rating: 16 bar )k 16 kil Java -
-Accessories to be supplied: a dismantling joint, bolts, nuts, gaskets, flanges, Aslhae (5 AT i Sa gly ¢ ilga ¢ D ¢ el a8 ¢ LSE ALy s 5 el lasLll -
B.7 PCs 2 and any other components required for proper installation and operation. ommiall sl s S Al
-The gate valve and accessories are to be installed to the highest standards to Jladll g 3 g8 sall Jslill laal pulaal) el W atlialey s e jSu S i S
ensure reliable and efficient operation. Al il L) citlaia s L Jpanall baally oyl ill e Jae Y1 e -
-All work to comply with applicable codes, standards, and relevant safety
requirements.
plastic tap:
B.8 PCs 250 |Provision and installation of a plastic tap (1/2 inch), with all necessaries bl JS o pe 1 1/2 G ASED Sl (S iy
Cement concrete, ratio 250 kg/m3: :250ka/m3 i) A lland (gl
Providing and preparing cement concrete bases, the number of bases (118 ) 250kg/M3 Citans) A (322l 118 )ael il 20 Adtians! 4 5l 20] B Cua g A
bases), rate cement is 250 kg / m3, the dimensions of the base are (0.5 * 0.5 * 0.65 % 0.15 * 0.15) ey s2lil (358 i 3gee aa M ALY 4 (0.15%0.5%0.5) saclill
0.15) m, in addition to pouring a concrete column over the base with dimensions sl il 5L WIS 5 o (
(0.15 * 0.15 * 0.65) m and all necessary for installation. Lol Gy dua 5 iy o) el el 3 o/ aaS 250 AU Ailu Al pladiul s Al A -
-Materials: R PV U
-Concrete: Concrete of density 250 kg/m3 will be used for the casting of the deall A5 )5
walls, roof, and floor of the manholes. asall yulaa s A sllaall Cilioal sall U 5 Al a0l o plpus -
-Workmanship: LY 5 el Al il il gl g el as S 55 -
-The concrete will be cast in accordance with the required specifications and ccnall dulee ol Al A 4ty Y1y Rl Aah olat (a5 -
B.9 M3 6 quality standards. soba¥l s Sl
-Reinforcing steel will be installed as per the drawings to provide structural Aalall g Jlaall Zadas lanial il el Blae oL LD illaia psan Ble) o s

integrity and stability.

-The manhole cover and frame will be installed and fixed into the concrete
during casting.

Safety: All safety requirements will be observed during the construction and
installation process to ensure the safety of workers and the public.

Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the construction and installation process.

)
Ay el Alae e Al ol plaal e (3o 8 pall il s ¢ Jandl (a sleiVl 2ie




Reinforced i i hole 300 ka/M3:

Casting of Concrete, Reinforcing Steel and Installation of Manhole Cover and
Frame.

- The work includes the construction of walls, roof, and floor of manholes with
outer dimensions of 0.7m x 0.7m x 0.5m and a wall thickness of 15cm. The
installation of a manhole cover and frame, with dimensions of 50cm x50cm and
made from iron sheets 2 mm reinforced with metal angels 4*4 cm with a lock,
painting and all necessaries.

-Materials:

-Concrete: Concrete of density 300 kg/m3 will be used for the casting of the
walls, roof, and floor of the manholes.

Reinforcing Steel: Reinforcing steel of 60 kg/m3, as per the drawings.

:300KQ/M 3 gelsa ¢l S
2l L, 300Kg/M3 eV A, 0.7M*0.7MA0.5M ks Jhanl S5 s pi
il gn e 474 U 53 55 5 ole 2 gleall (s 5050 8 3all (0 el e 60KQ/M3
3L LS 5 cladlly
(o) Aag el ellad S s e (e
ey 0.7M*0.7M*0.5m a s st sl Cise s iy Ll ga oLt el Jaks -
Zlal) (30 s 5O*E0 (oS o) (pa el sl At Jaf g el € 53 (a0 LS ot 15 loa
3L LS 5 claally il s s 474 U1y 550 5 ple 2
2alsall
i Ayl Gl g o) sall el 3 5 / aaS 300 A Al Al ladtal pha il A -
gl i €3 0/ 028 60 ol 3 ol sa
denll 425

B.10 M3 0.7 |-Workmanship: sl len s &g stlaall Colial gall G 5 Al 301 am s -
-The concrete will be cast in accordance with the required specifications and 0 Y5 el Al i e g U 15 ol o a5 s -
quality standards. scnall dulae o Al 3 B iy LYy Aa ollat (a5 d -
-Reinforcing steel will be installed as per the drawings to provide structural kel Al
integrity and stability. LAalall 5 Jloadl S Glaal S il o) e o] LBl e gan 3le) o s
-The manhole cover and frame will be installed and fixed into the concrete il
during casting. Sl oLl Alee e Al ) sall 5 bl en (pe @ sall i s ¢ Jasll (e slgiY) Ne
Safety: All safety requirements will be observed during the construction and
installation process to ensure the safety of workers and the public.

Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the construction and installation process.
Sub Total B
SIGNATURE:
DATE:

STAMP:




