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Annex 6.C
Financial offer - Lot 3

3 8841 Jlall oyall

Supplier name
2501 )

Supplier address
Osiall

Supplier telephone and
email: <l 58,

‘Work delivery location:
daall o i

Al Thawrah -Tabga in Raqga - North East Syria

Rehabilitation of water networks in Al Thawrah -Tabqa/ 43y dladloe- didall &isue (§ oluedl oSk Jual Bole)

A - Rehabilitation of Third neighborhood water network-Al Thawra
898l - CIBI 2l oluo Sty bl Bole)

SIN Unit QTY Items Unit cost Total cost
Excavations work: sl Jusi]
-Excavation services provided for any type of soil, utilizing appropriate machinery osthall Gaxll J g ) (i ALdall (5215 ASASsl VL L 5 OIS Laga il s
and manpower to reach the required depth according to pipe specifications and il gl laslal Canin g Jaall Gogllaall iajal g ap) Bas Gana
necessary width for work. o ¢ migal) ilaslad Uy Al Ll U8 (e Maine alge ) dad) cilatie Ji -
-Removal of excavation products to an authorized site as per the engineer's 8 )9 pwall e i) adad A1 plasia),
instructions, with the utilization of an asphalt-cutting machine where necessary. Wy ¢ Jally ) sinall 3l sal) a3y o)) 5 Al 33le) gn ¢ pus 50 0 5 s 100 e Guisl) dadd -
Al | m3 2251 | Trench dimensions set at 100 cm depth and 50 cm width, with refilling and il utigal) a5 $ -
backfilling using excavated materials and sand, in accordance with the supervisor I e Ay slhaall, il sall 200 A ) Clasill as a g ¢ 2 1715715 Gl 48,8 Sadd -
engineer's orientation. el gl
-Inspection chamber dimensions set at1.5x1.5x1.7 m, with all necessary services
provided to meet the engineer's specifications.
HDPE pipe, 63 mm in diameter PN8 Bar, PE100: :PE100 b 8 Jiua , aa 63 b il (gs cogadl cunS fig sl
-Supply and installation of HDPE pipes with a diameter of 63 mm and a pressure PE 100 b 8 ks 63mm Jhi 43S e ¢ulil s il oS 5 s
rating of PN8. lialally & gaeatl) Jia Gy g el il SKal) gaen Jad s d pedl s sall 3ildas -
-Conforms to Syrian specifications and includes all necessary components such as e jlial) gren s
A2 M 4440 fittings and accessories. sl il gl s Gl L) lialall g ol jaenill s CanliY) gaan Al gliay Jiiy i3855 35 $ :
) -Provide services for supply, storage, transportation, and handling of all materials gens Jreasill 2l ga ¢ (&)L ol SDay ¢ eliae ol ¢ claliil] 5 A all Sa sl s Sl 5 Gk
including bends, adaptors, collars, tees, flexible couplings, reducers, blind flanges, LAl Jueel s A slladll (5 AY) 3 sall
i ing joints, jointing ials, and welding works. Alsadia 585 ) ceny gl JLEAY) Claad S
-All necessary testing and disinfection services are included.
Bedding material (sand): H(da ) A
-Provision and Installation of Clean Dune Sand: white fine sand or sand sourced i (4-40 o3 Jaie Jilas JLaR1 sy ¢ Cals 8 Ja) e sl pel s ) i Jas (ks D
from the Euphrates that has passed sieve analysis no. 40 -4. (Jadl Janll Jadysy s 40 Hlan) o ga sl 355
-Placement of sand under and above pipes to a total thickness of 40 cm, including Aaglaal) Al 51 LS S iy sl A U1 3 gall  lanall g Allanl) pan il 130 s Jady o g Aladle
A3 | M3 874 : 2l - $ -
necessary compaction. £ sl il sl Gy
Note: The price for this item shall include all labour, equipment, and materials
required for the provision and installation of clean dune sand in accordance with the
project specifications.
Supply and install Gate valve 63 mm, 16 bar : 116 e 63 po s Su
Supply and installation of a gate valve with accessories. Adiale ae s Su S 5
-Gate valve size: 63 mm. EELCESTEENS S EEN
-Pressure rating: 16 bar k16 kil Jaea -
-Accessories to be supplied: a dismantling joint, bolts, nuts, gaskets, flanges, and Sl A glhaa s Al i sa sy ¢ Gilga ¢ latia ¢ sl gaa ¢ &) ¢ LS Alay a3l cilialdll -
A4 Pcs 8 any other components required for proper installation and operation. Cpliall Jidl $ -
-The gate valve and accessories are to be installed to the highest standards to LJuaill g (38 sall Jsritll Slawal julaal) et (g atlialey s e S a8 A5 -
ensure reliable and efficient operation. Al il Al ko g Ly Jsanall jabaally Gl 6l QU Juae Y1 e -
-All work to comply with applicable codes, standards, and relevant safety
requirements.
Reinforced concrete for Inspection Chamb: : wal
Casting of Concrete, Reinforcing Steel and Installation of Manhole Cover and L A Uy elhe S iy e g sia Cnal
Frame. 20 o ey ¢ 1.7% ¢ 1.5% ¢ 1.5 fum s shads G e A ) i Ll s oL el S -
- The work includes the construction of walls, roof, and floor of manholes with outer 8] 33 238120 0o Ji Y 0335 ae 80 X ams 80 dasls dah )y elat a5 (ppan oy LS o
dimensions of 1.5m x 1.5m x 1.7m, and a wall thickness of 20cm. The installation 23 sall-
of a manhole cover and frame, with dimensions of 80cm x 80cm and weight not L) Gy A5 i)y ool aal 3 5/ aaS 300 WS, Bk A alasial s Al 3 -
less than 120 kg, is also included No /8/. lag gl a3 6/ 228 100 gl don szl ya
-Materials: 228120 0o LY s ¢ dead) e e jaS dam )y el 55 s oAl A )5 ellat -
-Concrete: Concrete of density 300 kg/m3 will be used for the casting of the walls, el A5
roof, and floor of the manholes. asall sulea s & slhaall Clboal sall U 5 Al A Cus pl -
Reinforcing Steel: Reinforcing steel of 100 kg/m3, as per the drawings. ) LY 5 Al l) ADLll i i) il g g ol a5 s -
-Manhole Cover and Frame: A manhole cover and frame will be provided as part of sl Alee ol Al A A aly Y1 il Aa ellat a5 -
A5 M3 19.2 the work, with a weight of not less than 120 kg. N PER W $ -
-Workmanship: Aalall s Jlesd) A3l sl 5l g el dulee L RSl il guea e g s
-The concrete will be cast in accordance with the required specifications and quality sl
standards. S el Blee e Al Sl sall 5 pllaadl as (e @ sal) AT p ¢ Jasll e olgBY) i
-Reinforcing steel will be installed as per the drawings to provide structural integrity
and stability.
-The manhole cover and frame will be installed and fixed into the concrete during
the casting process.
Safety: All safety requirements will be observed during the construction and
installation process to ensure the safety of workers and the public.
Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the construction and installation process.
Basecoarse material: 3 £)ha Al
Supply and Installation of Basecoarse Material for Street Reinstatement. il g )5 BaleY aclill 5 Gudald) AS I (e Apulie D08 55 3 amn (Al 8 ) s 3o 10 3 50 ) 5 35
The work includes the provision of compact base coarse material and gravel for the  Zakll 4Slew () 5S55 ¢ 4,2 95 sie Tatucall 5 A1 jally Anaall (A it 5 V1 G5 ¢ Gl (e (g el)
reinstatement of the streets above the pipes and surrounding manholes in the omigall Sl 5 el s o 15
upper part of the trench. The layer thickness will be 15 cm, and the compaction k¥ 5 Aadldle
A6 M3 333 process will be carried out at 95 degrees, in accordance with the engineer's Aalally Jlaall Aadas Glanal o il el e o8] Adl) il gan Slel e s $ -
instructions. sl
Safety: All safety requirements will be observed during the installation process to LSl el dlee e Aatlll Sl pall s pllaall gren (10 o gl B s ¢ Janll (e eleiiV 2ie
ensure the safety of workers and the public.
Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the installation process.
Sub total A| $ -
B- Rehabilitation of Al Qarea water network -Al Thawra
89l )l oo A8l G Bole)
Excavations work: ) Juas
-Excavation services provided for any type of soil, utilizing appropriate machinery sl Ganll J gy ) (i Alaal) (2015 Sl YL L 5 OIS Laga il s
and manpower to reach the required depth according to pipe specifications and Ll il Claglal a5 Jaall o gllaall Gia el e 51 Gae s
B.1 M3 996 necessary width for work. i) el U Aol LI 0 (o acina e ) iml i s - .

-Removal of 1 products to an site as per the engineer's
instructions, with the utilization of an asphalt-cutting machine where necessary.
-Trench dimensions set at 100 cm depth and 50 cm width, with refilling and
backfilling using excavated materials and sand, in accordance with the supervisor

55 mall e i) o Al plasi,

Wy ¢ Jally 5 ghaall 3l gal) pladiuly a3 )y Asadll 33le) n ¢ pus 5O e 5 s 100 oo Guial) dadd -
il eigall A s

8 G astladl, il pall Gl e ) Cilasill gaan o8 s ¢ o 1.7*15 15 Gl 48 dlad -




HDPE pipe, 90 mm in diameter PN8 Bar, PE100: PE100 b 8 b, ps 90 b (i) (s gl oo fig audis
-Supply and installation of HDPE pipes with a diameter of 90 mm and a pressure PE 100 b 8 L 90mm i 4ilsl e ol (g il o 5 oo
rating of PN8. cdialall < gt Jha 5 puall il Sal) e Jasg A sl i) sall (3ibas -
-Conforms to Syrian specifications and includes all necessary components such as Sl jlial) uen aa
B2 M 1930 fittings and accessories. lasl) s adaill 15l ppan Il 3 L) bl y <l saganil s o) aas A gliay Jiiy (3355 2,5 $
: -Provide services for supply, storage, transportation, and handling of all materials ey dia sl 2 a (@l cBay ¢ elgae iladlh ¢ Slaliil 4 pall 3l 5 gl 5 315k
including bends, adaptors, collars, tees, flexible couplings, reducers, blind flanges, Ll Jlee s A stlaall 5 a4 ol sall
I ing joints, jointing i and welding works. Agadie 65 O ang pandlly LAY clerd J$
-All necessary testing and disinfection services are included.
Bedding material (sand): (Jall) il o)
-Provision and Installation of Clean Dune Sand: white fine sand or sand sourced (8-80 a3, Juoa) Jidase Jaa¥) (e ol S G ) el gl ) oy iy s
from the Euphrates that has passed sieve analysis no. 40 -4. L5 Jmiall Gl 8 ey ¢ 40 fly o) oy iy anl¥) a3 o)l pas -
-Placement of sand under and above pipes to a total thickness of 40 cm, including (3 p) enSe e bl Baa g -
B.3 M3 374 |necessary compaction. ¥ Lo Canli¥) e 5 Jid 4585 Ja et &y sllaall uliall g laeall g o) sl S e oy - $
-Unit of Measurement: Cubic Meter (M3) Lok OS5 Al
Note: The price for this item shall include all labour, equipment, and materials
required for the provision and installation of clean dune sand in accordance with the
project specifications.
Demolition of Inspection Chamber: 1l (Gl ) e
The scope of work includes the complete demolition of the inspection chamber and &Sl 5l was 3431 Ciny canliall Gunal) Sl I pUaad) Jii g (i) 23 a0 JalS)) pogll Jaall 3Uai Jadt
transporting of the debris to the designated landfill. All necessary safety measures A0a g5 3 kel ol gal Uy Jandl 245 o2l Ailee oL 2520
B.4 PCs 1 - L . $
shall be taken during the demolition process. The work shall be executed in
with the project ificati and drawings.
Gate valve 100 mm, 16 bar : 1216 aa 100 s s e
Supply and installation of a gate valve with accessories. diale g sla S S5 25
-Gate valve size: 100 mm. 24100 1osks SSwpas -
-Pressure rating: 16 bar. 416 bl Jaea -
-Accessories to be supplied: a dismantling joint, bolts, nuts, gaskets, flanges, and Sl g sllaa (5 5A0 i S gy ¢ il ¢ i ¢ il pem ¢ 2y ¢ SE Ay ol 5 31 pall Clialll -
B.5 Pcs 11 any other components required for proper installation and operation. LOmmiliall Jsill $
-The gate valve and accessories are to be installed to the highest standards to (il g (3 sl izl sl laall e Uy adinley s ka S a3 o -
ensure reliable and efficient operation. Al il 4 e s s Jpanall aally ool il JEiad Jlae Y1 e -
-All work to comply with applicable codes, standards, and relevant safety
requirements.
Reinforced concrete for Inspection Chamber: £ o) 4 il rebie ¢ g cua
Casting of Concrete, Reinforcing Steel and Installation of Manhole Cover and L A Ul elhae S iy elase (s Cnal
Frame. 20 Jas dlews ¢ 2 1.7% 2 1.5% 2 1.5 en s sl (5 e dn 5 g il s o183 Jaall Jaiy -
- The work includes the construction of walls, roof, and floor of manholes with outer 18] 332 238120 0o Ju Y 0335 am 80 X am 80 Aadl Aait bl 5 ellad S 5 ppan o LS Lo
dimensions of 1.5m x 1.5m x 1.7m, and a wall thickness of 20cm. The installation | gall
of a manhole cover and frame, with dimensions of 80cm x 80cm and weight not LR e dpa s il s 0l aad B o/ 428 300 B, Al il plasind s il A -
less than 120 kg, is also included No /8/. las gl a3 6/ 228 100 gl aa szl s
-Materials: 238120 08 Ju Y O ¢ Jad) e e a8 Aas ) g ellad 58 55 a1l A i) g el -
-Concrete: Concrete of density 300 kg/m3 will be used for the casting of the walls, el A5
roof, and floor of the manholes. gl e s sl Cilboal pall U g Al A0l Gana sl -
Reinforcing Steel: Reinforcing steel of 100 kg/m3, as per the drawings. VLY 5 Bl ) ADLll i i) il gl g ol i a5 s -
-Manhole Cover and Frame: A manhole cover and frame will be provided as part of RESVEFIRSNE. ET RS JREPER-PRSTRN PRS- I U IR
B.6 M3 19.2  |the work, with a weight of not less than 120 kg. oka¥l g Sl $
-Workmanship: Aalally Jlaall RSl glanal S il y el e o8] Al il gas Sle) e s
-The concrete will be cast in accordance with the required specifications and quality bl
standards. LSl el e e Al 3l gl 5 plasll an (o el o s ¢ Jardl Ga el e
-Reinforcing steel will be installed as per the drawings to provide structural integrity
and stability.
-The manhole cover and frame will be installed and fixed into the concrete during
the casting process.
Safety: All safety requirements will be observed during the construction and
installation process to ensure the safety of workers and the public.
Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the construction and installation process.
Basecoarse material: e 3
Supply and Installation of Basecoarse Material for Street Reinstatement. el g )5 3de Y pelily QAR AS I (n Danlia S 3 I3 (e 5 (RS2 )l e o 3150 ) 5 i
The work includes the provision of compact base coarse material and gravel for the — aball iSlaw (5S55 ¢ i ;2 95 e Laawall s &ld jally el (SN i s 5 b1 35 ¢ B3 (a5 5lall
reinstatement of the streets above the pipes and surrounding manholes in the ostigall Cladad 5 Jlmall Caea o 15
upper part of the trench. The layer thickness will be 15 cm, and the compaction Yl Al
B.7 M3 145 process will be carried out at 95 degrees, in accordance with the engineer's Aalally Jlaall RSl glanal il y el e o8] Al il e Sle) e s $
instructions. sdall
Safety: All safety requirements will be observed during the installation process to LSl el Adee e Al Sl sl 5 lanll an (po el T s ¢ Jarl) G ol sic
ensure the safety of workers and the public.
Cleanup: Upon completion of the work, the site will be cleaned and cleared of all
debris and materials resulting from the installation process.

Sub total B| $
$
$
$

SIGNATURE:
DATE:

STAMP:




