Doc 3: Instructions to Tenderers
1. Supplies & Services to be provided

Lot No. 1 – Construction material of household level water conservation tanks (Tanka’s) (1050 Tanka’s)

	Sr. No.
	Description of Items
	Specification
	Unit
	Qty.
	Total. Quantity for 1050 Tankas

	1
	Cement
	Ordinary Portland Cement with normal setting time, manufacturing date should not be older than 2 months
	Bags
	13
	13650

	2
	Hill Sand with losses
	Hill sand, Granular,free from impurities
	CFT
	52
	54600

	3
	Crush Stone
	1/2'' down with sharp edges, free from dust.
	CFT
	41
	43050

	4
	Bricks
	1st Class burnt bricks of size (9''x4.5''x3''), should be well burnt, uniform color, ringing sound and sharp corner, sample should be approved before use.
	Nos.
	252
	264600

	5
	Brick Ballast
	Broken Bricks and Wastage of Sand
	CFT
	51
	53550

	6
	Door (Tanka Cover)
	Size (18"'x18") Iron frame with 1" X 1" iron angle, Minimum weight 4 kg, locking arrangement on outer sides, two hinges used in opposite side of lock 3'' in length.                   
	Nos.
	2
	2100

	7
	Floor trap cover (Steel Jallee)
	Steel Jallee  circuler 4" dia 
	Nos.
	4
	4200

	8
	Visibility Plate
	Size (6"x12'') Steel plate with gauge 18 with painting and writeup, should be fixed on side of Tanka with Cement
	Nos.
	1
	1050


Lot No. 2 – Yield Tests for Dug Wells (16 Tests)
	Sr. No.
	Item
	Descriptions
	Unit
	Estimates Quantities

	1
	Yield Tests 
	Measuring Dug Well Capacity, recharge (TORs attached in Doc – 8)
	Jobs
	16


 Note: The quantity of Yield Tests may change (Increase or Decrease as per need base)

Lot No.3 -  Solarisation of existing water sources (dug wells) 
	A - SOLAR SYSTEM FOR DEPTHS BELOW 260FT (07 UNITS)

	Sr. No
	Item
	Item Description
	Unit
	Quantity (Each Unit)
	Total Quantity for 07 Units

	1
	320W Polycrystalline Solar Panels
	320W, 24V Polycrystalline Solar Panel, ISO certified, with minimum two international certifications
	Nos.
	8
	56

	2
	Solar Submersible Water Pump Lorentz PS-1800 C-SJ3-18
	Solar Submersible Water Pump for Head max. 80m, Flow rate max. 4.0 m³/h, Motor ECDRIVE 1200-C: Rated power 1.7 kW, Efficiency max. 92 %, Non-return valve, Premium materials, stainless steel: AISI 304, Water temperature max. 50 °C, Water filled, no electronics in motor, maintenance free brushless DC Motor, Enclosure class IP68, Submersion max. 250m with 2 Year Warranty, Having Certifications and compliance:  
1. EN 60335-2-41:2003+A1+A2 (TUV Rheinland), EN 60335-1:2012 (TUV Rheinland), EN 62233:2008 (TUV Rheinland)
2. Standards: 2006/42/EC, 2004/108/EC, 2006/95/EC (Lorentz or Equivalent)
	Nos.
	1
	7

	3
	MPPT Mode Lorentz PS-1800 Pump Controller
	• Controls the pump system and monitors the operating status mounted at surface (no submerged electronic parts)
• Two control inputs for well probe (dry running protection), float or pressure switches.
• Automatic reset 20 minutes after well probe turns pump off protected against reverse polarity.
• Overload and high temperature speed control, max. pump speed adjustable to reduce flow rate to approx. 30%.
• With 2 Year Warranty, Material should be at least SS 304, Protected against reverse polarity, overload and over temperature, Solar operation: Integrated MPPT (Maximum Power Point Tracking), Power max. 1.8 kW, Input voltage max. 200 V, Motor current max. 14 A, Efficiency max. 98 %, Ambient Temp max.50 °C, Enclosure class IP54, Having Certifications and compliance:  
1. EN 60335-2-41:2003+A1+A2 (TUV Rheinland), EN 60335-1:2012 (TUV Rheinland), EN 62233:2008 (TUV Rheinland)
2. Standards: 2006/42/EC, 2004/108/EC, 2006/95/EC (Lorentz or Equivalent)
	Nos.
	1
	7

	4
	PV Breaker/ Disconnect
	PV Breaker/ Disconnect, Good Quality (Lorentz or Equivalent)
	Nos.
	1
	7

	5
	Controller Box
	GI Box to Fix Pump controller and PV Breaker, water resistant, Should have locking arrangement, oil painted
	Nos.
	1
	7

	6
	Sensor for Pump
	Sensor for Pump indicates level of water in dug well & automatically turns off the pump when source becomes empty
	Nos.
	1
	7

	7
	GI Safety Rope
	6MM, GI Safety Rope for Solar Pump suspension
	Rft
	600
	4200

	8
	GI Frame
	GI Frame to hold submersible pump by GI Safety Rope at face of Dug well
	Nos.
	1
	7

	9
	Panel Interconnection Wire
	4mm2, 1-core cable wire for Panel interconnection
	Rft
	280
	1960

	10
	Submersible Pump Power cable wire
	4mm2, 4-core cable wire from controller to Pump
	Rft
	280
	1960

	11
	Sensor Cable wire
	0.75mm2, 2-Core cable wire for Sensors to controller
	Rft
	280
	1960

	12
	Solar Panel Mounting Structure (for 08 Panals)
	Mounting Structure for 8 Solar Panels at elevation of 10ft with 3No 3" dia GI pipes 10 ft long, fixing in ground with 1:2:4 PCC (PCC 1' X1' X 2' for fixing)
	Set
	1
	7

	13
	HDPE pipe 1.25" dia
	PM-10 - HDPE Pipe 1.25" dia
	Rft
	280
	1960

	14
	Elbow 1.25" dia
	UPVC Elbow 1.25" dia, imported quality
	Nos.
	1
	7

	15
	UPVC Nipple Socket 1.25" dia
	UPVC Nipple Socket 1.25" dia, imported quality
	Nos.
	1
	7

	16
	Dust removing Kit with Wooden Stool
	Total 06 Items {1 N0: Wooden Stool (4ft height, 1.5ftx1.5ft standing area), 01 No: Plastic Bucket (Balti-10 litres, Good Quality), 01 N0: Plastic Mug, 01 No: Plastic Spray (spray gun with Bottle -500ml), 2 No: Wipers for wind screen (Glass window cleaner/wiper, one side foam and one side wiper, width 1.5ft with 5ft plastic handle), Panel Cleaning Liquid -02 litres}
	Nos.
	1
	7

	B - SOLAR SYSTEM FOR DEPTHS ABOVE 260FT (07 UNITS)

	S.No.
	Item
	Item Description
	Unit
	Quantity (Each Unit)
	Total Quantity for 07 Units

	1
	320W Polycrystalline Solar Panels
	320W, 24V Polycrystalline Solar Panel, ISO certified, with minimum two international certifications
	Nos.
	14
	98

	2
	Solar Submersible Water Pump Lorentz PS-4000 C-SJ5-25
	Solar Submersible Water Pump for Head max. 140m, Flow rate max. 7.0 m³/h, Motor ECDRIVE 4000-C: Rated power 3.5 kW, Efficiency max. 92 %, with non-return valve, Premium materials, stainless steel: AISI 304, Water temperature max. 50 °C, Water filled, no electronics in motor, maintenance free brushless DC Motor, Enclosure class IP68, Submersion max. 250m with 2 Year Warranty, Having Certifications and compliance:  
1. EN 60335-2-41:2003+A1+A2 (TUV Rheinland), EN 60335-1:2012 (TUV Rheinland), EN 62233:2008 (TUV Rheinland)
2. Standards: 2006/42/EC, 2004/108/EC, 2006/95/EC (Lorentz or Equivalent)
	Nos.
	1
	7

	3
	MPPT Mode Lorentz PS-4000 Pump Controller
	• Controls the pump system and monitors the operating states mounted at surface (no submerged electronic parts)
• Two control inputs for well probe (dry running protection), float or pressure switches.
• Automatic reset 20 minutes after well probe turns pump off protected against reverse polarity.
• Overload and high temperature speed control, max. pump speed adjustable to reduce flow rate to approx. 30%.
• With 2 Year Warranty, Material should be at least SS 304, Protected against reverse polarity, overload and over temperature, Solar operation: Integrated MPPT (Maximum Power Point Tracking), Power max. 4.0 kW, Input voltage max. 375 V, Efficiency max. 98 % , Enclosure class: IP54, Having Certifications and compliance:  
1. EN 60335-2-41:2003+A1+A2 (TUV Rheinland), EN 60335-1:2012 (TUV Rheinland), EN 62233:2008 (TUV Rheinland)
2. Standards: 2006/42/EC, 2004/108/EC, 2006/95/EC (Lorentz or Equivalent)
	Nos.
	1
	7

	4
	PV Breaker/ Disconnect
	PV Breaker/ Disconnect, Good Quality (Lorentz or Equivalent)
	Nos.
	1
	7

	5
	Controller Box
	GI Box to Fix Pump controller and PV Breaker, water resistant, Should have locking arangement, oil painted
	Nos.
	1
	7

	6
	Sensor for Pump
	Sensor for Pump indicates level of water in dug well & automatically turns off the pump when source becomes empty
	Nos.
	1
	7

	7
	GI Safety Rope
	6MM, GI Safety Rope for Solar Pump suspension
	Rft
	680
	4760

	8
	GI Frame
	GI Frame to hold submersible pump by GI Safety Rope at face of Dug well
	Nos.
	1
	7

	9
	Panel Interconnection Wire
	4mm2, 1-core cable wire for Panel interconnection
	Rft
	250
	1750

	10
	Submersible Pump Power cable wire
	4mm2, 4-core cable wire from controller to Pump
	Rft
	350
	2450

	11
	Sensor Cable wire
	0.75mm2, 2-Core cable wire for Sensors to controller
	Rft
	350
	2450

	12
	Solar Panel Mounting Structure (for 14 Panels)
	Mounting Structure for 14 Solar Panels at elevation of 10ft with 5No 3" dia GI pipes 10 ft long, fixing in ground with 1:2:4 PCC (PCC 1' X1' X 2' for fixing)
	Set
	1
	7

	13
	HDPE pipe 1.25" dia
	PM-10 - HDPE Pipe 1.25" dia
	Rft
	350
	2450

	14
	Elbow 1.25" dia
	UPVC Elbow 1.25" dia, imported quality
	Nos.
	1
	7

	15
	UPVC Nipple Socket 1.25" dia
	UPVC Nipple Socket 1.25" dia, imported quality
	Nos.
	1
	7

	16
	Dust removing Kit with Wooden Stool
	Total 06 Items {1 N0: Wooden Stool (4ft height, 1.5ftx1.5ft standing area), 01 No: Plastic Bucket (Balti-10 litres, Good Quality), 01 N0: Plastic Mug, 01 No: Plastic Spray (spray gun with Bottle -500ml), 2 No: Wipers for wind screen (Glass window cleaner/wiper, one side foam and one side wiper, width 1.5ft with 5ft plastic handle), Panel Cleaning Liquid -02 litres}
	Nos.
	1
	7

	C - Supply of Civil Works Material

	S. No
	Item
	Item Description
	Unit
	Quantity (Each Unit)
	Total Quantity for 07 Units

	1
	Cement OPC
	Ordinary Portland Cement with normal setting time, manufacturing date should not be older than 2 months, Weight 50 kg per bag, minimum strength 5000 PSI in 28 days.
	Bag
	39
	273

	2
	Padlo Admixture
	Water Proof powder 1 Kg Bag each, lacally called Padlo
	Bag
	34
	238

	3
	Hill Sand
	Hill sand, Granular, without boulders, Bulari Sand free from impurities 
	Cft
	251
	1757

	4
	Crush
	1/2'' to 3/4" size with sharp edges, free from dust.
	Cft
	16
	112

	5
	Bricks
	1st Class burnt bricks of size (9''x4.5''x3''), should be well burnt, ringing sound and should have sharp corners.
	Nos.
	8895
	62265

	6
	Lime (kg)
	Lime powder For White Wash
	Kg
	40
	280

	7
	Distemper Color (Gallons)
	Plastic Emulation Distemper Light Green Color
	Gallons
	5
	35

	8
	Fiber Glass Horizontal Cyl. Tank 1000 Gallons
	Approx Capacity 1000 gallons Horizontal Cylindrical Tanks, length 9ft width 5ft height 5ft. Hygienic, light weight, Strong, inside coating with tissue, brass fitment, corrosion proof, germs & algae free and Odourless. Inlet-Brass bush 1.25" dia with UPVC nipple socket 1.25" dia, Outlet-Brass Bush 1.5" dia with UPVC nipple socket 1.5" dia & Overflow 1.5ft Bush.
	Nos.
	1
	7

	9
	Door (4ft X 4ft )
	Double panel iron Grill door size 4ft X 4ft with Iron angle 1" X 1" X 1.5"' frame, Grill made of squire shaped bars, with locking system on inner & outer side at centre, 2 hinges/steel hooks of minimum 5" length on both sides and arrangement for fixing in column. 3 coat Oil painted. App weight 25-28kg
	Nos.
	1
	7

	10
	Iron Angles
	In 5ft Pieces iron angles 1.5" X 1.5" X 1.5''', 4.25ft straight and 9" bent on top with three cuts to fix barbed wire, 3 coat Oil painted.
	Rft
	100
	700

	11
	Barbed Wire
	Gauge 12 barbed wire
	Rft
	300
	2100

	12
	UPVC Pipe 1.5" dia
	UPVC Pipe 1.5" Dia, White color, imported quality, heavy weight
	Rft
	60
	420

	13
	UPVC Tee 1.5" dia
	UPVC Tee 1.5" dia , white color, imported quality
	Nos.
	1
	7

	14
	UPVC Elbow 1.5" dia
	UPVC Elbow 1.5", white color, imported quality
	Nos.
	7
	49

	15
	UPVC Ball Valve 1.5"  dia
	UPVC Ball valve 1.5" dia, imported quality, grey color, heavy weight
	Nos.
	3
	21

	16
	UPVC Elbow 1.5" dia, threaded on one side
	UPVC Elbow 1.5" dia, Grey Color. Heavy Brass threaded on one side to fix GI Pipe
	Nos.
	6
	42

	17
	UPVC Solution 100ml bottle
	Imported quality UPVC Solution in 100ml bottles
	Bottle
	3
	21

	18
	Brass Handle Wall 1/2" dia
	Brass handle valve 1/2" dia, imported, heavy weight
	Nos.
	6
	42

	19
	GI Pipe Nipple 1/2" dia 9" long
	GI Pipe Nipple 1/2" dia, 9" Long, Good Quality
	Nos.
	6
	42

	20
	GI Pipe Nipple 1/2" dia 3" long
	GI Pipe Nipple 1/2" dia, 3" Long, Good Quality
	Nos.
	6
	42

	21
	GI Elbow 1/2" dia
	GI elbow 1/2" dia, Good Quality
	Nos.
	6
	42

	22
	GI Plug 1.5" dia
	GI Plug 1.5" dia, Good Quality
	Nos.
	1
	7

	23
	GI Distribution Pipe 1.5" dia
	5ft long, 1.5" dia GI Pipe (IIL-M), threaded on both sides, with 6No: welded GI Sockets 1/2" dia  (3 on each side ) 
	Nos.
	1
	7

	24
	Sign Board
	GI SWG-18 Black 2" dia piped frame, 8ft Long with GI Sheet SWG-16 - 4ft X 3ft (Framed with iron angle) fixed with pipe frame with 3-Iron pieces on all four sides, 8ft long column pipes with three welded angle irons at bottom on both sides for fixing in ground also includes paiting, printing logos and writing with proper installation in village with PCC 1:2:4 at 1.5ft depth.
	Nos.
	1
	7

	25
	Water Charges
	Total Water quantity required for construction and post curing.
	Job
	1
	7


2. Closing date and time for submission of tenders :  

       22 July, 2019 at 1100 Hrs.
3. Submission of tenders 


Concern Worldwide, Ground Floor, Ufone Tower, Blue Area, Islamabad
4. Timetable for provision

To be submitted by the bidder
5. Language of offers

All tenders documents are to be submitted in English 

6. Period of validity of offers

All bids must be valid for a minimum of Ninety Days from the tender submission date.  

7. Currency

Pakistani Rupee
8.   Terms

The prices must be inclusive of all taxes, delivery / transportation, loading / unloading, packaging and allied costs upto the point of delivery. 
The Supplier must quote only one option for each item. Bids received with more than one options and rates may be rejected.

Suppliers must not be engaged in any corrupt, fraudulent, collusive or coercive practices including but not limited to applying/ bidding by multiple names / companies. If any bidder is found to be involved in such practices his/her bid may be rejected and the companies in question permanently black listed.
9. Lots 
Lot No. 01 – Construction material of household level water conservation tanks (Tanka’s) (1050 Tanka’s) in 70 villages of 7 UCs of Dist. Chachro.

Lot No. 02 – Yield Tests for Dug Wells (16 Tests, Quantity may increase or decrease as per need)

Lot No. 03 – Solarisation of existing water sources (dug wells) with Provision of Solar systems and Construction with material
10. Type of contract 

Supply & Services agreement  
11. Samples Required 


 Short Listed suppliers will need to submit the samples 
12. Tender guarantee 

A tender guarantee of 5% of the bid submitted must accompany the bid in shape of a demand draft / pay order / call deposit; favouring “Concern Worldwide”.  Bids received without Tender Guarantee may be rejected. If the selected bidder refuses to sign the supplies contract then Concern Worldwide reserves the right to forfeit the bid security. Once the contract has been awarded to successful bidder his/her bid security will be converted into performance guarantee.
13. Content of tenders 

1. Price Schedule, Tenderer’s Relevant Experience, Tenderers Declaration (Signed/stamped)  

2. Technical Specification 






3. Company Certificate of Registration

4. Copy of valid Pakistan Engineering Council (PEC) registration

5. Copy of the valid registration certificate, STRN, NTN
6. Profile including copies of previous Purchased Orders/Contracts for relevant experiences provided in “Tenderer’s Relevant Experience Form). 

7. Samples. Please note that samples provided which do not meet the minimum specifications as per the attached tender dossier, will not qualify to the final tender evaluation process.

14. Opening of tenders 

Tender opening will be on 22 July, 2019 at 1400 Hrs in the presence of Tender Committee.
15. Evaluation of tenders 

Lowest price will not be the sole criteria; quality, delivery time and previous experience will also be considered. Bidders can apply for a single item or all items. Concern reserves the right to divide the order item or supplier wise.
16. Cancellation of the tender procedure 
Tender evaluation committee reserves the right to cancel/reject any or all offers without assigning any reason. 
17. Appeals Process 
Bidders reserve the right to make an appeal against the decision of the tender committee. The appeals should be in writing and for the attention of the Country Director – Concern Worldwide
18. Data protection 
Concern Worldwide guarantees that all procurement activities are fully and transparently documented for internal or donor audit purposes.  Concern Worldwide guarantees confidentiality of the procurement process.

